
6" (150mm) CONCRETE
SLAB ON GRADE
MIN. STRENGTH 20Mpa W/
WIRE MESH
5-8% AIR ENTRAINMENT
100mm COMPACTED
GRANULAR
FILL NATURAL
UNDISTURBED SOIL

WOOD SILL PLATE
FASTENED TO
FOUNDATION WALL W/ MIN.
13mm Ø ANCHOR BOLTS
EMBEDDED MIN. 100mm IN
CONC. @ 2300mm O.C.
MAX.
PROVIDE CAULKING OR
GASKET BETWEEN PLATE
AND FOUNDATION WALL

915mm (36") CONC. TRENCH
AND POUR
FOUNDATION WALL
MIN. STRENGTH 25Mpa
5-8% AIR ENTRAINMENT
MIN. 1220mm DEEP
ON UNDISTURBED SOIL

EXTERIOR WALL PARTITION

1
2" GYPSUM BOARD (DRYWALL)

2" x 6" WOOD STUDS AT 16" O/C
R24 BATT INSULATION

3
4" SHEATHING (PLYWOOD)

1" AIR SPACE
3 12" STONE VENEER
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JOISTS

TO PROVIDE REQUIRED SLOPE

TO SCUPPER.

15.8mm PLYWOOD

38X235 ROOF JOISTS @406mm

O.C.

6MIL VAPOUR BARRIER

13mm GYPSUM BOARD / CEDAR

FINISH

STONE VENEER
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FLEX METAL FLASHING

OIUR TRENCH FOOTING

(CLASS 'F2' CONCRETE)

TOP OF LOW
PARAPET WALL

TOP OF HIGH
PARAPET WALL

6" (150mm) CONCRETE
SLAB ON GRADE
MIN. STRENGTH 20Mpa W/
WIRE MESH
5-8% AIR ENTRAINMENT
100mm COMPACTED
GRANULAR
FILL NATURAL
UNDISTURBED SOIL

610mm (24") CONC. TRENCH
AND POUR
FOUNDATION WALL
MIN. STRENGTH 25Mpa
5-8% AIR ENTRAINMENT
MIN. 1220mm DEEP
ON UNDISTURBED SOIL
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SIMPSON TIE CBSQ66

OIUR TRENCH FOOTING

(CLASS 'F2' CONCRETE)

60mm WHITE T.P.O. MEMBRANE

FULLY ADHERED TO SUBSTRATE

TAPERED INSULATION OR

TAPERED FURRING

PERPENDICULAR TO ROOF

JOISTS

TO PROVIDE REQUIRED SLOPE

TO SCUPPER.

15.8mm PLYWOOD

38X235 ROOF JOISTS @406mm

O.C.

6MIL VAPOUR BARRIER

13mm GYPSUM BOARD / CEDAR
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TOP OF HIGH
PARAPET WALL
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PROCEEDING WITH CONSTRUCTION.               

CONTRACTORS MUST CHECK AND VERIFY ALL DIMENSIONS
AND CONDITIONS ON THE PROJECT AND MUST REPORT
ANY DISCREPANCIES TO THE DESIGNER BEFORE

THIS DRAWING MUST NOT BE USED FOR CONSTRUCTION
PURPOSES UNTIL SEALED AND SIGNED BY THE DESIGNER.
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